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Primary Alternative
1 - 100K H-Pink - -
2 - 109K L-Magic - -
3 - 158K X-Pink - -
4 - 200K A-Pearl L-Pink -
5 - 205K H-Pink - -
6 - 207K X-Yellow - △
7 - 210K H-Pink - -
8 - 300K L-Magic - -
9 - 309K L-Purple - ○

10 - 359K X-Sky - -
11 - 400K A-Pearl - -
12 - 402K N-White D-Cream -
13 - 403K U-White D-White -
14 - 404K L-Pearl M-Pearl -
15 - 405K M-Pearl - -
16 - 408k M-Pearl - -
17 - 502K L-Magic A-Pearl ○
18 - 505K S-Grey A-Pearl -
19 - 598K C-Onyx - -
20 - E-150K C-Pink - -
21 - E-250K L-Magic Magic -
22 - E-270K Magic - -
23 - E-410K M-Pearl L-Pearl -
24 - E-531k Pearl M-Pearl -
25 - E-541k L-Magic Magic -
26 - E-573K L-Magic A-Pearl -
27 - E-575K S-Grey A-Pearl -
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Color
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ConfiAd ®Adhesive

27 - E-575K S-Grey A-Pearl -
28 - E-578K Brown - -
29 - G-135K A-Pearl - -
30 - G-137K A-Pearl L-Magic -
31 - G-145K L-Magic Magic -
32 - G-180K A-Pearl - -
33 - G-230K L-Magic A-Pearl -
34 - G-231k A-Pearl - -
35 - G-233k A-Pearl L-Magic -
36 - G-234K A-Pearl Pearl -
37 - G-240K A-Pearl - -
38 - G-260K L-Pearl - -
39 - G-261K A-Pearl Pearl -
40 - G-280K A-Pearl - -
41 - G-295K L-Magic - -
42 - G-340K L-Magic A-Pearl -
43 - G-345K Magic - -
44 - G-375K C-Green - -
45 - G-430K Pearl A-Pearl -
46 - G-530K A-Pearl - -
47 - G-540K A-Pearl L-Magic -
48 - G-580K Pearl - -
49 - G-581K S-Grey L-Magic -
50 - G-585K D-Grey - -
51 - G-588K D-Grey - -
52 - G-597K K-Black - -
53 - G-599k M-Black Black -
54 - T-250K X-Cream - -
55 - T-270K X-Cream - -
56 - T-290K R-Brown - -
57 - T-300K L-Magic - -
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58 - T-350K A-Pearl - -
59 - T-500K L-Magic - -
60 - T-550K A-Pearl - -
61 - T-560K Pearl - -

*   Meaning of Color Sensitivity 
    Legend  :  ◎ - High Sensitivity, ○ - Sensitivity, △- Low Sensitivity

**  Color match may vary with manufacturers' dye lot variations. 
     Information is provides as a reference only. End user should verify suitability prior to use.
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